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Drainage Pumps - DL Series

Performance Curves & Data
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Model

Single Phase

DL - 8L - 03CS

DL - 8L - 05AS

DL - 8L - 05CS

DL - 8L - 05DS

DL - 8L - 07AS

DL - 8L - 07CS

DL - 8L - 07DS

DL - 8L - 07ES

DL - 8L - 11CS

DL - 2L - 11ES*

DL - 2L - 15DS*
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Impeller mtrl.Impeller type

Closed Multi Channel Cast Iron / PPO
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DL - 8L - 03CS
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DL S E R IE S 50Hz 9

* Cast iron impeller.

In view of continuous developments, the information / descriptions  / specifications / illustrations are subject to change without notice.

0 2.5 5 7.5 10 12.5 15 17.5 20 22.5 25

Q - (m³/h)

H
 -

 (
m

)

20

15

10

5

DL - 2L - 15DS
DL - 8L - 07CS

DL - 2L - 11ES

DL - 8L - 07DS

DL - 8L - 07ES

DL - 8L - 07AS

2900 rpm 2900 rpm

Three Phase

DL - 8L - 03CT

DL - 8L - 05AT

DL - 8L - 05CT

DL - 8L - 05DT

DL - 8L - 07AT

DL - 8L - 07CT

DL - 8L - 07DT

DL - 8L - 07ET

DL - 8L - 11CT

DL - 2L - 11ET*

DL - 2L - 15DT*

Only single phase pumps are provided with float switch.


